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Textile Screen Printing Equipment

•  Servo Driven
•  A/C Printheads
•  From 4 Colors/6 Stations 
    to 12 Colors/14 Stations
•  Maximum Image Area 
    110 x 110 cm (43” x 43”)
•  Servo Controlled Off-Contact

The Prism OS has proven itself to be the most rugged machine in its class with 24/7 reliability that out-
performs machines twice its price. It is designed with the latest technology, from Industrial Electronic 
Control Systems through its industry recognized servo indexing; and all of this is coupled with a so-
phisticated A/C driven printhead. The Prism OS will offer your production fl oor the most robust printing 
platform with up to 110cm (43”) of printable image area length and width. The Prism OS ranges from 
4 Colors/6 Stations to 12 Colors/14 Stations; and provides extreme fl exibility, superior durability, the 
highest print quality, and optimized performance for a new decade of textile printing.

•  Fast & Reliable A/C Electric Motor Driven Print Stroke
•  Tool Free Adjustable Front & Rear Print Stroke for Higher Production
•  Rapid Screen Loading with ultra stable Pneumatic Screen Clamps
•  Independent Squeegee & Floodbar Speed with Pressure Regulators
•  Squeegee & Floodbar Angle Adjustments with Quick Change Pneumatic Clamps
•  Front & Rear Screen Clamping easily accommodates Extra-Wide Screen Frames
•  Full Function Head Control Buttons - Print, Up/Down, Index, Squeegee, Flood, Clamps, etc.
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Maximum
IMAGE PRINT AREA

43” 
(110 cm)

x
43” 

(110 cm)

Ultra-SmoothTM Servo Indexer Standard Pallets, Squeegees & Floodbars

Squeegee & Floodbar Air Clamps Front Screen Air Clamps

Superior Technology Full Function Printheads

Prism OS (Servo Index, A/C Heads) Prism OS 8/10 Prism OS 10/12 Prism OS 12/14
Air @ 6,9 bar (100 psi) 382 l/min (13.5 cfm) 481 l/min (17.5 cfm) 609 l/min (21.5 cfm)
Diameter 735 cm (290") 820 cm (322") 905 cm (356")
Electrical Requirements 208 230 V, 3 ph, 26 A, 208 230 V, 3 ph, 29 A, 208 230 V, 3 ph, 32 A,

50/60 Hz, 10 kW 50/60 Hz, 11 kW 50/60 Hz, 12 kW
Maximum Standard Frame Size 135 x 152 cm (53” x 60") 135 x 152 cm (53” x 60") 135 x 152 cm (53” x 60")
Maximum Standard Image Area 110 x 110 cm (43" x 43") 110 x 110 cm (43" x 43") 110 x 110 cm (43" x 43")
Standard Pallet Size 41 x 56 cm (16" x 22") 41 x 56 cm (16" x 22") 41 x 56 cm (16" x 22")

*** Front & Rear Screen Clamping ***


